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Commercial Solutions Division

3M™ Daylight Redirecting Film
Instruction Bulletin

This instruction bulletin is specifically for the installation of 3M™ Daylight Redirecting Film (DRF). DRF is an 

abrasion resistant window film that, when applied to the interior window surface, redirects the visible light 

transmitted through the window toward the ceiling and deeper into the room. DRF has a frosted appearance 

of etched or sandblasted glass.

Window and framing must be clean and free from contaminants before installation.

DRF is directional. There is a top and bottom.

Pre-cutting of the film is required.

Left and right vertical edges must be sealed PRIOR TO INSTALLATION.

The total thickness of the film is 250 µm, therefore, it should be squeegeed in the same way as safety films. It 

can take up to 80 days for the film to be completely dry and the final adhesion is reached. It is recommended 

to install DRF at a height at least 2 m above the floor. 

Reverse roll the film and spray with the same installation solution.

Identify the correct orientation of the film. The black printed line on the liner indicates the top of the film.

Spray the clean window with a  water soap installation solution.

Position the film on the window. 

 Remove the bulk of the water with a window cleaning squeegee. 

Pre-cut film to size.

Cut out a small (2 mm) notch in one of the upper corners of the film in order to ensure the correct 

orientation once liner is removed.

Seal the left and right vertical edges of DRF using 3M 3950 edge sealer.

Minimize the amount of material on the film face. This can be achieved by using a felt brush.

 Allow up to 5 minutes at room temperature for the sealant to dry.
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Ingressing water will stain the film. Therefore it is imperative to edge seal both left and right vertical edges 

with 3M 3950 edge sealer.

Ensure as much solution as possible is removed during the squeegee process.

With both hands, slowly squeegee at a downwards angle of approximately 30° - 40°, overlapping each 

stroke by about 50%.

Use a suitable window film squeegee (max. 15 cm wide), e.g. Blue Max to resqueegee the film. 

Click the button to watch the installation video.

The use of trademark signs and brand names in this bulletin is 

based upon US standards. These standards may vary from country 

to country outside the USA.

This bulletin provides technical information only.

Responsible for this technical bulletin 3M is a trademark of 3M Company. All other trademarks are the 

property of their respective owners.

  Commercial Solutions Division 3M Deutschland GmbH

Visit the web site of your local subsidiary at www.3Mgraphics.com for getting:

a complete product overview about materials 3M is offering

additional instruction bulletins

All questions of warranty and liability relating to this product are governed by the terms and conditions of the 

sale, subject, where applicable, to the prevailing law.

Before using, the user must determine the suitability of the product for its required or intended use, and the 

user assumes all risk and liability whatsoever in connection therewith.
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